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Tillex is a 100% Danish-owned company 
founded by Poul Tillegreen in 1954. Poul 
Tillegreen was a market individualist and 
managed to develop and stick to his ideas in 
the face of cut-throat competition from abro-
ad.

Today, Tillex is an ultramodern, competitive 
company, specializing in the manufacture and 
sale of fastenings for a steadily growing pro-
duct range to leading wholesalers. From the 
outset, Tillex has aimed to deliver the best 
products at the best price without compromi-
sing on quality. This is partly explained by the 
unique spirit of teamwork that has always 
prevailed at the company, as well as an inces-
sant urge to be innovative and an inquisitive-
ness that naturally leads to renewal.

From Plastic Powder to Finished Goods
 
Tillex uses only high-quality plastic materials, 
such as polypropylene, polystyrene, polyet-
hylene and nylon, and all nails and screws 
are manufactured in top-quality steel, corro-
sion class C4.

The Brand
 
By now, most people are familiar with the 
Tillex name, our product range and our easy-
to-recognise packaging. We are obviously 
proud of this, but it does not mean we can 
afford to rest on our laurels. We are con-

stantly developing our products to keep 
them up to date, so they continue to meet 
the expectations of our customers and our-
selves.
Similarly, we have new ideas on the drawing 
board at all times. We are motivated by the 
urge to develop and innovate.

Internal Production
 
All of Tillex’s manufacturing processes take 
place in the company’s own facilities at our 
Trørød address in Vedbæk, Denmark. Not 
everybody believes this is still possible in a 
highly competitive market, but we are con-
vinced – and we know from experience – 
that we can manufacture our own products 
much better in Trørød than abroad. This also 
enables us to guarantee uniform quality year 
in and year out.

Tillex has existed in Denmark for more than 60 
years, thanks to our unique, high-quality pro-
ducts.
And we look forward to the next 60 years 
partnership with our satisfied customers.

Kim Tillegreen 
Manufacturer

Tillex - a 100% Danish produced range

www.tillex.com

Welcome to Tillex universe

 Tillex · Tinvej 11 · DK-4100 Ringsted · Tel. +45 45 89 12 66 · www.tillex.com · tillex@tillex.dk
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Cable clips for round lead

	 For use in most materials
	� In plasterboard, concrete, lightweight concrete and brick use it together with Tillex plugs for cable clips 
	 Available in several colours and sizes

Ref. No. Type Nail (mm) EAN Colour Pieces/box

101015 C 3-5 C 1,2x16 5701925111202 clear 100

101025 C 3-5 W 1,2x16 5701925110816 white 100

101850 C 4-6 C 1,4x20 5701925116801 clear 100

101056 C 5-7 G 1,2x20 5701925 107373 grey 100

101030 C 5-7 C 1,2x20 5701925112100 clear 100

101036 C 5-7 C 1,2x20 5701925101036 clear 500

101043 C 5-7 W 1,2x20 5701925110915 white 100

101044 C 5-7 W 1,2x20 5701925101043 white 500

101045 C 5-7 B 1,2x20 5701925111189 black 100

101058 C 5-7 Br 1,2x20 5701925119055 brown 100

101060 C 7-10 G 1,8x25 5701925111479 grey 100

101074 C 7-10 G 1,8x25 5701925101074 grey 400

101075 C 7-10 G 1,8x30 5701925111370 grey 100

101100 C 7-10 W 1,8x25 5701925116412 white 100

101111 C 7-10 W 1,8x25 5701925101111 white 400

101115 C 7-10 W 1,8x30 5701925116917 white 100

101140 C 7-10 B 1,8x25 5701925111585 black 100

101150 C 7-10 B 1,8x30 5701925112582 black 100

101081 C 7-10 R 1,8x25 5701925101081 red 100

101170 C 8-12 G 2,0x30 5701925111677 grey 100

101173 C 8-12 G 2,0x30 5701925101173 grey 300

101185 C 8-12 G 2,0x35 5701925112773 grey 100

101210 C 8-12 W 2,0x30 5701925116511 white 100

101225 C 8-12 W 2,0x35 5701925117013 white 100

101227 C 8-12 W 2,0x45 570192510227 white 100

101234 C 8-12 W 2,0x30 5701925101234 white 300

101250 C 8-12 B 2,0x30 5701925112988 black 100

101260 C 8-12 B 2,0x35 5701925114982 black 100

101275 C 10-14 G 2,0x30 5701925111875 grey 100

101290 C 10-14 G 2,0x35 5701925113176 grey 100

101330 C 10-14 W 2,0x30 5701925116610 white 100

101333 C 10-14 W 2,0x45 5701925101333 white 100

101355 C 10-14 W 2,0x35 5701925116719 white 100

101380 C 10-14 B 2,0x30 5701925113282 black 100

101390 C 10-14 B 2,0x35 5701925113480 black 100

Material: Impact resistant, UV-stabilized polypropylene, halogen free. 
Nail: Hardened steel nails, electrolytical zinc plated (10mu) 
Corrosion Class C4.
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Ref. No. Type Nail (mm) EAN Colour Pieces/box

101405 C 12-16 G 2,0x35 5701925112278 grey 100

101420 C 12-16 G 2,0x40 5701925113671 grey 100

101450 C 12-16 W 2,0x35 5701925117617 white 100

101475 C 12-16 W 2,0x40 5701925117716 white 100

101495 C 12-16 B 2,0x35 5701925113985 black 100

101505 C 12-16 B 2,0x40 5701925115385 black 100

101525 C 14-20 G 2,0x35 5701925112674 grey 100

101545 C 14-20 G 2,0x45 5701925114272 grey 100

101570 C 14-20 W 2,0x35 5701925117419 white 100

101590 C 14-20 W 2,0x45 5701925117815 white 100

101610 C 14-20 B 2,0x35 5701925114487 black 100

101620 C 14-20 B 2,0x45 5701925114685 black 100

101640 C 18-22 G 2,0x45 5701925112872 grey 100

101660 C 18-22 G 2,0x55 5701925114876 grey 100

101680 C 18-22 W 2,0x45 5701925117112 white 100

101700 C 18-22 W 2,0x55 5701925117914 white 100

101715 C 18-22 B 2,0x45 5701925115088 black 100

101725 C 18-22 B 2,0x55 5701925115286 black 100

101740 C 22-26 G 2,0x45 5701925113077 grey 50

101760 C 22-26 G 2,0x55 5701925115477 grey 50

101775 C 22-26 W 2,0x45 5701925118010 white 50

101800 C 22-26 W 2,0x55 5701925118119 white 50

101815 C 22-26 B 2,0x45 5701925115682 black 50

101825 C 22-26 B 2,0x55 5701925115880 black 50

Ref. No. Type Nail (mm) EAN Colour Pieces/box

109018 C 8-12 W 2,0x30 5701925109018 white 3000

109117 C 10-14 W 2,0x30 5701925109117 white 2000

109315 C 14-20 W 2,0x35 5701925109315 white 2000

C
able clips

Cable clips for round lead

Material: Impact resistant, UV-stabilized polypropylene, halogen free. 
Nail: Hardened steel nails, electrolytical zinc plated (10mu) 
Corrosion Class C4.

	 For use in most materials
	� In plasterboard, concrete, lightweight concrete and brick use it together with Tillex plugs for cable clips 
	 Available in several colours and sizes
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Ref. No. Type Nail (mm) EAN Colour Pieces/Box

110015 C 2x4 C 1,2x16 5701925102705 clear 100

110030 C 3x5 C 1,2x20 5701925102408 clear 100

110050 C 3x5 W 1,2x20 5701925102316 white 100

110060 C 3x5 Br 1,2x20 5701925100978 brown 100

110080 C 3x5 B 1,2x20 5701925105881 black 100

110115 C 4x6 C 1,2x20 5701925101807 clear 100

110130 C 5x8 Br 2,0x25 5701925100602 brown 100

110135 C 5x8 W 2,0x25 5701925103276 white 100

110145 C 5x8 G 2,0x25 5701925106079 grey 100

110137 C 5x8 DG 2,0x25 5701925110137 dark grey 100

110150 C 6x9 W 1,8x25 5701925103412 white 100

110151 C 6x9 G 1,8x25 5701925110151 grey 100

110168 C 6x9 DG 1,8x25 5701925110168 dark grey 100

110180 C 6x10 W 2,0x25 5701925103016 white 100

110199 C 6x10 G 2,0x25 5701925110199 grey 100

110182 C 6x10 DG 2,0x25 5701925110182 dark grey 100

110200 C 7x14 W 2,0x25 5701925103917 white 100

110205 C 7x14 G 2,0x25 5701925110205 grey 100

110212 C 7x14 DG 2,0x25 5701925110212 dark grey 100

110311 C 9x18 W 2,0x30 5701925110133 white 100

110304 C 9x18 G 2,0x30 5701925110304 grey 100

110328 C 9x18 DG 2,0x30 5701925110328 dark grey 100

110403 C 14x28 W 2,5x40 5701925110403 white 50

Cable clips for flat lead

C
ab

le
 c

lip
s Material: Impact resistant, UV-stabilized polypropylene, halogen free. 

Nail: Hardened steel nails, electrolytical zinc plated (10mu) 
Corrosion Class C4.

	 For use in most materials
	� In plasterboard, concrete, lightweight concrete and brick use it together with Tillex plugs for cable clips 
	 Available in several colours and sizes
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Plugs clips for round lead

Ref. No. Type Nail (mm) EAN Colour
Pieces/
Box

Drill Ø (mm)

102224 PC 8-12 G 2,0x35 5701925102224 grey 100 5,5-6

102217 PC 8-12 W 2,0x35 5701925102217 white 100 5,5-6

104228 PC 10-14 G 2,0x35 5701925104228 grey 100 5,5-6

104211 PC 10-14 W 2,0x35 5701925104211 white 100 5,5-6

106222 PC 14-18 G 2,5x40 5701925106222 grey 100 5,5-6

106215 PC 14-18 W 2,5x40 5701925106215 white 100 5,5-6

108233 PC 18-22 G 2,5x40 5701925108233 grey 50 5,5-6

108202 PC 18-22 W 2,5x40 5701925108202 white 50 5,5-6

Ref. No. Type Nail (mm) EAN Colour
Pieces/
Box

Drill Ø (mm)

107212 PC 14-18 W 2,5x40 5701925107212 white 1100 5,5-6

107229 PC 14-18 G 2,5x40 5701925107229 grey 1100 5,5-6

109209 PC 18-22 W 2,5x40 5701925109209 white 1000 5,5-6

109230 PC 18-22 G 2,5x40 5701925109230 grey 1000 5,5-6

P
lugs clips

Material: Impact resistant, UV-stabilized polypropylene, halogen free. 
Nail: Hardened steel nails, electrolytical zinc plated (10mu) 
Corrosion Class C4.

	 For use in masonry and concrete
	� Drill hole with 5.5-6 mm drill, mount plugs clip and hit the nail in
	 Available in several colours and sizes

Plugs clips for round lead - Tillex XXL

	 For use in masonry and concrete
	� Drill hole with 5.5-6 mm drill, mount plugs clip and hit the nail in
	 Available in several colours and sizes

Material: Impact resistant, UV-stabilized polypropylene, halogen free. 
Nail: Hardened steel nails, electrolytical zinc plated (10mu) Corrosion Class C4.
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Ref. No. Type Nail (mm) EAN Colour Drill Ø (mm)
Pieces/
Box

106413 PC-D 14-18 W 2,5x40 5701925106413 white 5,5-6 60

106420 PC-D 14-18 G 2,5x40 5701925106420 grey 5,5-6 60

108400 PC-D 18-22 W 2,5x45 5701925108400 white 5,5-6 40

108431 PC-D 18-22 G 2,5x45 5701925108431 grey 5,5-6 40

Ref. No. Type Nail (mm) EAN Colour Drill Ø (mm)
Pieces/
Box

107410 PC-D 14-18 W 2,5x40 5701925107410 white 5,5-6 800

107427 PC-D 14-18 G 2,5x40 5701925107427 grey 5,5-6 800

109407 PC-D 18-22 W 2,5x45 5701925109421 white 5,5-6 600

109438 PC-D 18-22 G 2,5x45 5701925109438 grey 5,5-6 600

P
lu

gs
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Plugs clips double, for round lead
Material: Impact resistant, UV-stabilized polypropylene, halogen free. 
Nail: Hardened steel nails, electrolytical zinc plated (10mu) 
Corrosion Class C4.

	 For use in masonry and concrete
	� Drill hole with 5.5-6 mm drill, mount plugs clip and hit the nail in
	 Available in several colours and sizes

Plugs clips double for round lead, Tillex XXL

	 For use in masonry and concrete
	� Drill hole with 5.5-6 mm drill, mount plugs clip and hit the nail in
	 Available in several colours and sizes
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Cable clips with screw for round lead

S
crew

 clips

Atmospheric corrosivity categories according to EN ISO 12944-2 

with examples of typical environments.

Material: Impact resistant, UV-stabilized polypropylene, halogen free. 
Screw: Strong concrete screw, Corrosion Class C4, PH2/TORX 20
Can be installed both indoors and outdoors.

Corrosivity 
category

Environ-
mental 

corrosion

Examples of typical  
outdoor environments

Examples of typical indoor environments

C1 Very low _ Heated areas with dry air and minor amounts of 
impurities (e.g. offices, shops, schools, hotels)

C2 Low Environments with low levels of at-
mospheric pollution. Rural areas.

Unheated areas with varying temperature and hu-
midity levels. Low frequency of condensation and 
low level of atmospheric pollution, e.g. sports halls 
and warehouses.

C3 Moderate Environments with low salinity or mode-
rate atmospheric pollution. Urban areas 
and light industrial areas. Areas with 
certain coastal influence.

Areas with moderate air humidity and some 
atmospheric pollution from production processes 
(e.g. breweries, dairies, laundries, etc.)

C4 High Environments with moderate salinity or 
significant atmospheric pollution. Indu-
strial and coastal areas.

Areas with high air humidity and high atmospheric 
pollution from production processes (e.g. chemical 
plants, swimming pools, shipyards, etc.)

C5-I Very high
 (Industrial)

Industrial areas with high air humidity and 
aggressive atmosphere.

Areas with almost constant condensation and high 
levels of atmospheric pollution.

C5-M Very high
 (Maritime)

Coastal and offshore areas with high 
salinity.

Areas with almost constant condensation and high 
levels of atmospheric pollution.

	 �For concrete and tile: screw directly into 4 mm hole – no plug required.
	� For 13 mm single-layer plasterboard: mount using yellow plug (KP yellow).
	 For double-layer plasterboard – no plug required. If screw “goes over”, mount using yellow plug 

	 (KP yellow) in the created hole
	 �For 13 mm single-layer plasterboard on metal profile – no plug required.
	 For wood, fibreboard and plywood: screw directly into material.
	 For aerated concrete: mount using yellow plug (KP yellow). For densities above 600, screw 

	 directly into concrete.
	 Installation torque: max 6,3 Nm in concrete C20/25
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Ref. No. Type
Screw
PH2 (mm)

EAN Colour Drill Ø (mm) Pieces/Box

170065 SC C4 7-10 W 5x33 5701925171015 white 4 100

170070 SC C4 7-10 G 5x33 5701925171176 grey 4 100

170075 SC C4 7-10 B 5x33 5701925 171282 black 4 100

170085 SC C4 8-12 W 5x33 5701 925171312 white 4 100

170090 SC C4 8-12 G 5x33 5701 925171473 grey 4 100

170095 SC C4 8-12 B 5x33 5701 925171589 black 4 100

170005 SC C4 10-14 W 5x40 5701925170117 white 4 100

170010 SC C4 10-14 G 5x40 5701925170278 grey 4 100

170015 SC C4 10-14 B 5x40 5701925170780 black 4 100

170025 SC C4 14-18 W 5x40 5701925170315 white 4 100

170030 SC C4 14-18 G 5x40 5701925170476 grey 4 100

170035 SC C4 14-18 B 5x40 5701925170889 black 4 100

170045 SC C4 18-22 W 5x45 5701925170513 white 4 50

170050 SC C4 18-22 G 5x45 5701925170674 grey 4 50

170055 SC C4 18-22 B 5x45 5701925170988 black 4 50

170100 SC C4 22-26 W 5x45 5701925170100 white 4 50

170105 SC C4 22-26 G 5x45 5701925170018 grey 4 50

170110 SC C4 22-26 B 5x45 5701925170025 black 4 50

Ref. No. Type
Screw
T20 (mm)

EAN Colour Drill Ø (mm) Pieces/box

180000 SC C4 7-10 W 5x33 5701925180000 white 4 100

180017 SC C4 7-10 G 5x33 5701925180017 grey 4 100

180024 SC C4 7-10 B 5x33 5701925180024 black 4 100

180055 SC C4 8-12 W 5x33 5701925180055 white 4 100

180062 SC C4 8-12 G 5x33 5701925180062 grey 4 100

180079 SC C4 8-12 B 5x33 5701925180079 black 4 100

180086 SC C4 10-14 W 5x40 5701925180086 white 4 100

180093 SC C4 10-14 G 5x40 5701925180093 grey 4 100

180109 SC C4 10-14 B 5x40 5701925180109 black 4 100

180116 SC C4 14-18 W 5x40 5701925180116 white 4 100

180123 SC C4 14-18 G 5x40 5701925180123 grey 4 100

180130 SC C4 14-18 B 5x40 5701925180130 black 4 100

180147 SC C4 18-22 W 5x45 5701925180147 white 4 50

180154 SC C4 18-22 G 5x45 5701925180154 grey 4 50

180161 SC C4 18-22 B 5x45 5701925180161 black 4 50

180178 SC C4 22-26 W 5x45 5701925180178 white 4 50

180185 SC C4 22-26 G 5x45 5701925180185 grey 4 50

180192 SC C4 22-26 B 5x45 5701925180192 black 4 50

S
cr

ew
 c

lip
s

Cable clips with T20 screw for round lead
Material: Impact resistant, UV-stabilized polypropylene, halogen free. 
Screw: Strong concrete screw, Corrosion Class C4, TORX 20
Can be installed both indoors and outdoors.

Cable clips with PH2 screw for round lead
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S
crew

 clips

Cable clips with screw for round lead, Tillex XXL
Material: Impact resistant, UV-stabilized polypropylene, halogen free. 
Screw: Strong concrete screw, Corrosion Class C4, PH2/TORX 20
Can be installed both indoors and outdoors.

	 �For concrete and tile: screw directly into 4 mm hole – no plug required.
	� For 13 mm single-layer plasterboard: mount using yellow plug (KP yellow).
	 For double-layer plasterboard – no plug required. If screw “goes over”, mount using yellow plug 

	 (KP yellow) in the created hole
	 �For 13 mm single-layer plasterboard on metal profile – no plug required.
	 For wood, fibreboard and plywood: screw directly into material.
	 For aerated concrete: mount using yellow plug (KP yellow). For densities above 600, screw 

	 directly into concrete.
	 Installation torque: max 6,3 Nm in concrete C20/25

Cable clips with PH2 screw for round lead

Ref. No. Type
Screw
PH2 (mm)

EAN Colour Drill Ø (mm) Pieces/Box

170117 SC C4 14-18 W 5x40 5701925170124 white 4 1500

170131 SC C4 14-18 G 5x40 5701925170131 grey 4 1500

170216 SC C4 18-22 W 5x45 5701925170216 white 4 1000

170254 SC C4 18-22 G 5x45 5701925170254 grey 4 1000

Ref. No. Type
Screw
T20 (mm)

EAN Colour Drill Ø (mm) Pieces/Box

180215 SC C4 14-18 W 5x40 5701925180215 white 4 1500

180222 SC C4 14-18 G 5x40 5701925180222 grey 4 1500

180246 SC C4 18-22 W 5x45 5701925180246 white 4 1000

180253 SC C4 18-22 G 5x45 5701925180253 grey 4 1000
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Drill clips with screw for round lead

1500 - 2500

 rpm

Ref. No. Type
Screw
PH2 (mm)

EAN Colour
Pieces/
Box

150096 DC C4 14-18 W 4,8x40 5701925150096 white 100

150102 DC C4 14-18 G 4,8x40 5701925150102 grey 100

150126 DC C4 18-22 W 4,8x40 5701925150126 white 50

150133 DC C4 18-22 G 4,8x40 5701925150133 grey 50

Ref. No. Type
Screw 
T20 (mm)

EAN Colour
Pieces/
Box

160095 DC C4 14-18 W 4,8x40 5701925160095 white 100

160101 DC C4 14-18 G 4,8x40 5701925160101 grey 100

160125 DC C4 18-22 W 4,8x40 5701925160125 white 50

160132 DC C4 18-22 G 4,8x40 5701925160132 grey 50

Ref. No. Type
Screw
PH2 (mm)

EAN Colour
Pieces/
Box

150294 DC C4 14-18 W 4,8x40 5701925150294 white 1500

150300 DC C4 14-18 G 4,8x40 5701925150300 grey 1500

150324 DC C4 18-22 W 4,8x40 5701925150324 white 1000

150331 DC C4 18-22 G 4,8x40 5701925150331 grey 1000

Ref. No. Type
Screw
T20 (mm)

EAN Colour
Pieces/
Box

160293 DC C4 14-18 W 4,8x40 5701925160293 white 1500

160309 DC C4 14-18 G 4,8x40 5701925160309 grey 1500

160323 DC C4 18-22 W 4,8x40 5701925160323 white 1000

160330 DC C4 18-22 G 4,8x40 5701925160330 grey 1000

D
ril

l c
lip

s

Material: Impact resistant, UV-stabilized polypropylene, halogen free. 
Screw: Strong self-drilling screw, Corrosion Class C4, PH2/TORX 20
Can be installed both indoors and outdoors.

	 �For installation in sheet metal
	� Strong self drilling screw 4.8x40mm with drill shaped tip allows it to mount directly in 

	 sheet metal - max. 2.0mm, without having to drill a pilot hole
	� Recommended speed: 1500-2500 rpm.
	� PH2 / T20 screw types

Drill clips with screw for round lead, 
Tillex XXL
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Ref. No. Type
Screw 
T20 (mm)

EAN Colour
Pieces/
Box

160095 DC C4 14-18 W 4,8x40 5701925160095 white 100

160101 DC C4 14-18 G 4,8x40 5701925160101 grey 100

160125 DC C4 18-22 W 4,8x40 5701925160125 white 50

160132 DC C4 18-22 G 4,8x40 5701925160132 grey 50

Ref. No. Type
Screw
PH2 (mm)

EAN Colour
Pieces/
Box

150294 DC C4 14-18 W 4,8x40 5701925150294 white 1500

150300 DC C4 14-18 G 4,8x40 5701925150300 grey 1500

150324 DC C4 18-22 W 4,8x40 5701925150324 white 1000

150331 DC C4 18-22 G 4,8x40 5701925150331 grey 1000

Ref. No. Type
Screw
T20 (mm)

EAN Colour
Pieces/
Box

160293 DC C4 14-18 W 4,8x40 5701925160293 white 1500

160309 DC C4 14-18 G 4,8x40 5701925160309 grey 1500

160323 DC C4 18-22 W 4,8x40 5701925160323 white 1000

160330 DC C4 18-22 G 4,8x40 5701925160330 grey 1000

Material: Impact resistant, UV-stabilized polypropylene, halogen free. 

Grooved clips for round leads
& flexible conduits

Ref. No. Type EAN Colour
Dim. L, 
mm.

Dim. H, 
mm.

Dim. A, 
mm.

Dim. B, 
mm.

Conduit, 
mm.

Pieces/
Box

120044 GR-C 16 5701925120044 grey 20,4 36 23 30 16 100

120068 GR-C 20 5701925120068 grey 21,8 41,2 28 35 20 80

120020 GR-C 2x10 5701925120020 grey 24 35,5 23 30 2x10 100

Ref. No. Type EAN Colour
Dim. L, 
mm.

Dim. H, 
mm.

Dim. A, 
mm.

Dim. B, 
mm.

Conduit, 
mm.

Pieces/
Box

120143 GR-C 16 5701925120143 grey 20,4 36 23 30 16 1500

120167 GR-C 20 5701925120167 grey 21,8 41,2 28 35 20 1200

120129 GR-C 2x10 5701925120129 grey 24 35,5 23 30 2x10 1200

G
rooved clips

	 �Fast and time-saving installation of flexible conduits and cables into walls, without use of any tools
	 Easy to remove, leaves NO damage in the wall
	 No rust through the wall - plastic does not rust!
	 Suitable for 16 mm / 20 mm pipes.

B

A

Conduit, Ø, mm
H

L

Installation of GR-C16 / GR-C20:

B

A

Cable Ø, mm

L

H

Installation of GR-C 2x10:

Material: Impact resistant, UV-stabilized polypropylene, halogen free. 

Grooved clips for round lead/flexible conduits, 
Tillex XXL
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Metal clamps for round lead
Material: Stainless steel. Quality A2 / AISI 304 / EN 1.4301.  

MB 2

MB 1

Ref. No. Type MB1 Dimension (mm) EAN Colour Pieces/Box

590007 MB 1-7 7 5701925590007 steel 100

590014 MB 1-7,5 7,5 5701925590014 steel 100

590021 MB 1-8 8 5701925590021 steel 100

590038 MB 1-8,5 8,5 5701925590038 steel 100

590045 MB 1-9 9 5701925590045 steel 100

590052 MB 1-9,5 9,5 5701925590052 steel 100

590069 MB 1-10 10 5701925590069 steel 100

590076 MB 1-11 11 5701925590076 steel 100

590083 MB 1-12 12 5701925590083 steel 100

590090 MB 1-14 14 5701925590090 steel 100

590106 MB 1-16 16 5701925590106 steel 100

590113 MB 1-18 18 5701925590113 steel 100

590120 MB 1-20 20 5701925590120 steel 100

590137 MB 1-22 22 5701925590137 steel 100

Ref. No. Type MB2 Dimension (mm) EAN Colour Pieces/Box

590144 MB 2-16 16 5701925590144 steel 100

590151 MB 2-18 18 5701925590151 steel 100

590168 MB 2-20 20 5701925590168 steel 100

590175 MB 2-22 22 5701925590175 steel 100

590182 MB 2-25 25 5701925590182 steel 100

590199 MB 2-30 30 5701925590199 steel 50

590205 MB 2-35 35 5701925590205 steel 50

590212 MB 2-42 42 5701925590212 steel 50

590229 MB 2-46 46 5701925590229 steel 25

590236 MB 2-50 50 5701925590236 steel 25

M
et

al
 c
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m
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	 �For long lasting installation of cables and pipes
	 Suitable for indoor and outdoor use, not influenced by UV-light
	 MB1 type - screw clamps with single fortress

	 �For long lasting installation of cables and pipes
	 Suitable for indoor and outdoor use, not influenced by UV-light
	 MB 2 type - screw clamps with double fortress
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Ref. No. Type Dimension (mm) EAN Profile Drill Ø (mm) Pieces/Box

340022 EL 5x33 5x33 5701925340022 PH2  4 100  

340039 EL 5x33 5x33 5701925340039 T20 4 100

Screws for metal clamps
Material: Steel. Corrosion class C4. 
Can be installed both indoors and outdoors.

Clamps for round lead
Material: Impact resistant, UV-stabilized polypropylene, halogen free. 

Ref. No. Type EAN Colour Pieces/Box

400025 B 3-5 5701925150874 white 100

400045 B 5-7 5701925150973 white 100

400070 B 7-10 5701925150775 white 100

400100 B 10-14 5701925150676 white 100

400130 B 14-20 5701925151079 white 100

400160 B 20-26 5701925152014 white 50

S
crew

s / C
lam

ps

	 �You do not need to use a plug
	 Mount the screw directly into concrete or brick in a pre-drilled 4 mm hole.
	 Screw can also be mounted in double layer plasterboard. 
	 If screw against expectation ”goes over”, mount using yellow plug (KP yellow) in the created hole.

	 �Suitable for concrete, wood and brick
	 Flexible: each size is suitable for several cable sizes.
	 �For fastening to wood, use wood screws. 
	 For fastening to concrete and brick, use Tillex KP plugs and wood screws
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Plugs for cable clips
Material: Impact resistant, UV-stabilized polypropylene, halogen free. 

Ref. No. Type
Dimension, 
(mm)

EAN Colour Drill Ø (mm) Pieces/Box

300015 CP white 5,5x20 5701925201514 white 5,5 100

300025 CP yellow 5,5x25 5701925201224 yellow 5,5 100

P
lu

gs
 fo

r 
ca

bl
e 

cl
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s

	 �The plug expands when driving a nail in
	 Perfectly suitable for installing of Tillex cable clips

S
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rs
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Stella Universal plugs

MATERIAL MAX LOAD*

Concrete C 20/25 110 KG

Plasterboard (13mm) 25 KG

Plasterboard (26 mm) 45 KG

Material: High quality recycled Nylon (Polyamid 6). Halogen free and withstand temperatures 
from –40 ºC to +80ºC. Screw: Strong screw, steel quality 8.8, zinc plated, min. 5 µm.

Type Bit Ref. nr.
Screw
(mm)

Colour
Plug length
(mm)

Panel thick-
ness (mm)

Drill
Ø 

Box/Qty

ST UNIVERSAL PAN TORX 25 T25 333000 5X65 Grey 59 1-28 10 25

ST UNIVERSAL PAN PZ2 PZ2 333024 5X65 Grey 59 1-28 10 25

ST UNIVERSAL UHJ TORX 25 T25 333048 5X75 Grey 59 1-28 10 25

ST UNIVERSAL UHJ PZ2 PZ2 333062 5X75 Grey 59 1-28 10 25

ST UNIVERSAL EYE - 333123 5x55 Grey 59 1-28 10 15

ST UNIVERSAL HOOK - 333130 5x55 Grey 59 1-28 10 15

ST UNIVERSAL ANGLE - 333147 5x55 Grey 59 1-28 10 15

Plasterboard
(13mm)

Plasterboard
(26 mm)

Concrete Hollow brick

Cavity wall

A highly effective universal plug for fixing heavy loads to plasterboard and solid materials

Only to be fixed by screwdriver with torque control or by hand.

10

0%
 RECYCLED

*Safety factor 3 is included.
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Material:  High quality recycled Nylon (Polyamid 6). 
Halogen free and withstand temperatures from –40 ºC to +80ºC. 
The screws are 4.8 steel, zinc-plated min. 5 µm.

Stella plug makes it easy to fix heavy objects like shelves, radiators, cupboards, light 
fittings, lamps and duct moldings in all types of boards used in cavity walls.

Stella Plugs

These screw plugs are protected by EU Design N 778.345

S
tella P

lugs

	 High load capacity.
	 Easy fixing – needs NO special tools. 
	 �Equally effective for insulated cavities. 
	 Will not damage the plasterboard.
	 �Encapsulated metal nut for high strength
	 Plug is removable
	 Only to be fixed by screwdriver with torgue control or by hand

Outside dia-
meter 

of anchor = 
drill hole 
diameter

Anchor length

Screw 
diameter

Screw length

Thickness 
of fixture

Thickness 
of board

Note: Inside the tip of the Tillex Stella plug is a metal nut. When the screw 
engages the nut, the plug is contracted to form a star-shaped knot behind 
the board, inside the cavity. The installation is now complete.

1 layer plasterboard 
(13mm)

2 layers plasterboard 
(26 mm)

Material: High quality recycled Nylon (Polyamid 6). Halogen free and withstand temperatures 
from –40 ºC to +80ºC. Screw: Strong screw, steel quality 8.8, zinc plated, min. 5 µm.

Type Bit Ref. nr.
Screw
(mm)

Colour
Plug length
(mm)

Panel thick-
ness (mm)

Drill
Ø 

Box/Qty

ST UNIVERSAL PAN TORX 25 T25 333000 5X65 Grey 59 1-28 10 25

ST UNIVERSAL PAN PZ2 PZ2 333024 5X65 Grey 59 1-28 10 25

ST UNIVERSAL UHJ TORX 25 T25 333048 5X75 Grey 59 1-28 10 25

ST UNIVERSAL UHJ PZ2 PZ2 333062 5X75 Grey 59 1-28 10 25

ST UNIVERSAL EYE - 333123 5x55 Grey 59 1-28 10 15

ST UNIVERSAL HOOK - 333130 5x55 Grey 59 1-28 10 15

ST UNIVERSAL ANGLE - 333147 5x55 Grey 59 1-28 10 15

10

0%
 RECYCLED
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Stella Plugs 10x49, for single layer plasterboard

Ref. No. Type EAN Screw (mm) Pieces/Box

330005 ST Red Pan Torx 25 5701925252844 5x55 25

330007 ST Red Pan Torx 25 5701925251342 5x80 25

330011 ST Red Pan PZ2 5701925251540 5x55 25

330013 ST Red Pan PZ2 5701925252943 5x80 25

330016 ST Red UHJ Torx 25 5701925251748 5x65 25

330018 ST Red UHJ Torx 25 5701925253049 5x80 25

330021 ST Red Collum Torx 25 5701925251946 5x65 25

330026 ST Red Eye 5701925252349 5x55 25

330031 St Red Hook 5701925252547 5x55 25

330036 St Red Angle 5701925252745 5x55 25

330009 Stella Red 10x49 without screw 5701925330009 50

Ref. No. Type EAN Screw (mm) Pieces/Box

330045 ST Black Pan Torx 25 5701925253186 5x65 25

330047 ST Black Pan Torx 25 5701925251489 5x90 25

330051 ST Black Pan PZ2 5701925251687 5x65 25

330053 ST Black Pan PZ2 5701925253285 5x90 25

330056 ST Black UHJ Torx 25 5701925251885 5x75 25

330058 ST Black UHJ Torx 25 5701925253384 5x90 25

330061 ST Black Collum Torx 25 5701925252080 5x75 25

330066 ST Black Eye 5701925252486 5x55 25

330071 ST Black Hook 5701925252684 5x55 25

330076 ST Black Angle 5701925252882 5x55 25

330054 Stella Black 10x59 without screw 5701925330054 50

Stella Plugs 10x59, for double layer plasterboard

S
te

lla
 P

lu
gs
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S
tella  P

lugs

Note: The cavity must be at least as wide as the larger of either 1) Anchor length less thickness of board, or 2) 

Screw length less thickness of board and fixture.  

*Load capacity is the recommended maximum load in plasterboards with 300 mm spacing between each Stella plug.

Safety factor 3 is included.  1 kN ≈ 100 kg.

Note: If recommended dimensions and spacings cannot be respected, the load capacity is reduced.

Stella Plugs Red Dimensions Fitting
Load 

capacity*

Type Assortment Bit Ref. No.

Outside 
Ø of an-
chor
mm

Anchor 
length,
mm

Screw 
Ø, mm

Screw 
L, mm

Thick-
ness of 
fixture
mm

Drill 
hole Ø
mm

Thick-
ness of 
fixture
mm

Board 
layers

Recommended 
tension load kg

Red Pan - 330009 10 49 M5 - 0 10 5-18 1 20

Red Pan
330005 10 49 M5 55 15 10 5-18 1 25

330007 10 49 M5 80 40 10 5-18 1 25

Red Pan
330011 10 49 M5 55 15 10 5-18 1 25

330013 10 49 M5 80 40 10 5-18 1 25

Red UHJ
330016 10 49 M5 65 25 10 5-18 1 25

330018 10 49 M5 80 40 10 5-18 1 25

Red 
Collum

330021 10 49 M5 65 12 10 5-18 1 25

Red Eye 
(Ø13mm)

330026 10 49 M5 55 0 10 5-18 1 20

Red Hook
(Ø 13mm)

330031 10 49 M5 55 0 10 5-18 1 20

Red 
Angle

330036 10 49 M5 55 0 10 5-18 1 20

PZ2

Torx 25

Torx 25

Torx 25

PZ2

Torx 25

Torx 25

Torx 25

Stella Plugs Black Dimensions Fitting
Load 

capacity*

Type Assortment Bit Ref. No.

Out-
side Ø of 
anchor
mm

Anchor 
length,
mm

Screw 
Ø, mm

Screw 
L, mm

Thick-
ness of 
fixture
mm

Drill 
hole Ø
mm

Thick-
ness of 
fixture
mm

Board 
layers

Recommended 
tension load kg

Black Pan - 330054 10 59 M5 - 0 10 18-30 2 20

Black Pan
330045 10 59 M5 65 12 10 18-30 2 45

330047 10 59 M5 90 38 10 18-30 2 45

Black Pan
330051 10 59 M5 65 12 10 18-30 2 45

330053 10 59 M5 90 38 10 18-30 2 45

Black UHJ
330056 10 59 M5 75 23 10 18-30 2 45

330058 10 59 M5 90 38 10 18-30 2 45

Black
Collum

330061 10 59 M5 75 12 10 18-30 2 45

Black Eye 
(Ø13mm)

330066 10 59 M5 55 0 10 18-30 2 20

Black Hook 
(Ø 13mm)

330071 10 59 M5 55 0 10 18-30 2 20

Black 
Angle

330076 10 59 M5 55 0 10 18-30 2 20

PZ2

Torx 25

Torx 25

Torx 25
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Collar plugs, double expanding
Material: High quality recycled Polyethylene (HDPE). Halogen free.
Colour Code Licensed System Coordinated with Thorsman
 

Ref. No. Type
Dimension 
(mm)

EAN Colour
Min.drill 
hole depth

Drill Ø (mm) Screw Ø 
(mm)

Pieces/
Box

320001 KP white 5,5x20 5701925245013 white 25 5,5 3-5 100

320015 KP yellow 5,5x25 5701925241329 yellow 30 5,5 4-5 100

320035 KP purple 5,5x30 5701925241534 purple 35 5,5 4-5 100

320055 KP red 5,5x35 5701925242647 red 40 5,5 4-5 100

320075 KP brown 8,0x40 5701925240957 brown 45 8 5-6 100

320095 KP blue 10x45 5701925241169 blue 55 10 6-8 100

320115 KP green 12x60 5701925240377 green 70 12 8-10 50

320135 KP grey 14x70 5701925242289 grey 80 14 10-12 50

320145 KP orange 16x80 5701925243002 orange 90 16 12 30

320550 KP yellow 5,5x25 5701925246225 yellow 30 5,5 4-5 750

320560 KP red 5,5x35 5701925246348 red 40 5,5 4-5 500

Collar plugs - Tillex XXL

Ref. No. Type
Dimension 
(mm)

EAN Colour
Min.drill 
hole depth

Drill Ø (mm) Screw Ø 
(mm)

Pieces/
Box

322318 KP yellow 5,5x25 5701925322318 yellow 30 5,5 4-5 7000

322127 KP red 5,5x35 5701925322127 red 40 5,5 4-5 7000

C
ol

la
r 

pl
ug

s

	 Universal
	 Plug expanding in both directions
	 �Suitable for wall, concrete, stone, light-weight concrete and cavity 
	 Colour Code Licensed System on the boxes makes it easy to choose the right size
	 The collar and wings prevents the plug from rotating and disappearing into the hole.

Material: High quality recycled Polyethylene (HDPE). Halogen free.
Colour Code Licensed System Coordinated with Thorsman
 

10

0%
 RECYCLED
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Collar plugs plus, double expanding

Ref. No. Type Dimension (mm) EAN Colour
Drill Ø (mm) Pieces/

Box

320054 KP red + 5,5x35 5701925320055 red 5,5 100

Mandrel for Collar plugs +
Material: High quality recycled Nylon (Polyamid 6). 
Halogen free and withstand temperatures from –40 ºC to +80ºC. 

Ref. No. Type Dimension (mm) EAN Colour Pieces/Packaging

340015 Mandrel 97x13 5701925340015 black 1

1. 2. 3.

C
ollar plugs plus

Material: High quality recycled Polyethylene (HDPE). Halogen free.
Colour Code Licensed System Coordinated with Thorsman
Nail: High quality recycled Nylon (Polyamid 6). 
Halogen free and withstand temperatures from –40 ºC to +80ºC. 

10

0%
 RECYCLED

P
O
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Material
KP 
white

KP 
yellow

KP 
purple

KP 
red

KP 
brown

KP 
blue

KP 
green

KP 
grey

KP 
orange

Concrete C 20/25 0,75 0,8 0,85 0,9 3 3,5 4 4,5 6,7

Aerated concrete 
525 kg/m3

- 0,2 0,5 0,52 0,55 0,60 0,70 0,80 0,85

Loads: Safety factor 3 is included.			 
Loads are tensile loads with highest screw diameter (recommended)
Screws are chipboard screws, higher loads (up to 30%), can be obtained by using traditional wood screws.

Load capacity, kN (1kN ≈ 100 kg) 
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Speedex plugs for plasterboards, SD
Material: Galvanized steel plate

Ref. No. Type
Dimension 
(mm)

EAN Colour Pieces/Box
Screw L 
(mm)

Screw Ø 
(mm)

340008 SD 9-13 5701925340008 galvanized 50 Min. 30 3,5-5 

Swip plugs for 1 & 2 layers of plasterboards
Material: High quality recycled Nylon (Polyamid 6). 
Halogen free and withstand temperatures from –40 ºC to +80ºC. 

Ref. No. Type
Thickness of 
fixture (mm)

EAN Colour Pieces/Box Drill Ø (mm)
Reccomended 
screw  (mm)

350014 SP   13-26 5701925350014 grey 50 10 Ø 4,0 x L 60 

S
pe

ed
ex

 P
lu

gs
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w
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	 Suitable for 1 layer plasterboard
	 No pre-drilling needed, hammer plug into wall
	 Special design prevents the fixing rotating in the drill hole
	 Adapted for wood, self-tapping and chipboard screws
	 Easy to remove, leaves a very little damage in the wall

	 Drywall anchor for use in 1 & 2 layers plasterboard and other sheet structures
	 Special rotation fins prevent the plug from rotating in the drill hole 
	 Adapted for wood, self-tapping and chipboard screws
	 The collar prevents plug from disappearing into the hole

10

0%
 RECYCLED

Material SD

Plasterboard (1 layer) 0,15

Loads: Safety factor 3 is included. Loads are tensile loads with highest screw diameter (recommended)
Screws are chipboard screws, higher loads (up to 30%), can be obtained by using traditional wood screws.

Load capacity, kN (1kN ≈ 100 kg) 

Loads: Safety factor 3 is included. Loads are tensile loads with highest screw diameter (recommended)
Screws are chipboard screws, higher loads (up to 30%), can be obtained by using traditional wood screws.

Load capacity, kN (1kN ≈ 100 kg) 
Material kN

)Plasterboard (1 layer, 13 mm 0,15

Plasterboard (2 layers, 26 mm) 0,25
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Swip plugs for 1 & 2 layers of plasterboards

Drill plugs, DP2

Ref. No. Type
Dimension 
(mm)

EAN Colour Pieces/Box Screw Ø (mm)

360060 DP2 40 5701925281318 white 100 4,5 

Zinc drill plugs, DP6
Material: Zinc

Ref. No. Type
Dimension 
(mm)

EAN Colour Pieces/Box
Screw Ø 
(mm)

360043 DP6 37 5701925283497 zinc 50 4,5 

D
rill plugs D

P
2 / D

P
6

	 Suitable for 1 layer plasterboard
	 Quick and easy fixing - no pre-drilling needed
	 Adapted for wood, self-tapping and chipboard screws

Material: Nylon, halogen free (PA6)

	 Suitable for 1,2 & 3 layers plasterboard
	 Strong plug in zinc with self-tapping thread
	 Quick and easy fixing, no pre-drilling needed
	 Adapted for wood, self-tapping and chipboard screws

Material DP2

Plasterboard (1 layer) 0,05

Loads: Safety factor 3 is included. Loads are tensile loads with highest screw diameter (recommended)
Screws are chipboard screws, higher loads (up to 30%), can be obtained by using traditional wood screws.

Load capacity, kN (1kN ≈ 100 kg) 

Material DP6

Plasterboard (1 layer) 0,05

Plasterboard (2 layers) 0,12

Loads: Safety factor 3 is included. Loads are tensile loads with highest screw diameter (recommended)
Screws are chipboard screws, higher loads (up to 30%), can be obtained by using traditional wood screws.

Load capacity, kN (1kN ≈ 100 kg) 
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Flex plugs - double expanding, FP

Ref. No. Type
Dimension
(mm)

EAN Colour
Min.drill 
hole depth

Drill Ø (mm) Screw Ø 
(mm)

Pieces/
Box

370005 FP 5 5x25 5701925262379 grey 35 5 3,5-4,5 100

370035 FP 6 6x30 5701925262577 grey 40 6 4-5 100

370065 FP 8 8x40 5701925262775 grey 50 8 5-6 100

370095 FP 10 10x50 5701925262973 grey 60 10 6-8 50

370135 FP 12 12x60 5701925263178 grey 70 12 8-10 25

370165 FP 14 14x75 5701925263376 grey 85 14 10-12 20Fl
ex

 P
lu
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	 Suitable for masonry and concrete
	 Adapted for wood, self-tapping and chipboard screws
	 Special design prevents fixing rotating in the drill hole
	 For push-through installation

10

0%
 RECYCLED

Material: High quality recycled Nylon (Polyamid 6). 
Halogen free and withstand temperatures from –40 ºC to +80ºC

Loads: Safety factor 3 is included.			 
Loads are tensile loads with highest screw diameter (recommended)
Screws are chipboard screws, higher loads (up to 30%), can be obtained by using traditional wood screws.

Load capacity, kN (1kN ≈ 100 kg) 

Material FP 5 FP 6 FP 8 FP 10 FP 12 FP 14

Concrete C 20/25 0,5 0,7 1,75 2 5,6 8,1

Aerated concrete 525 kg/m3 - 0,2 0,2 0,6 0,8 1,1
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Attack plugs, AP

Ref. No. Type
Dimension
(mm)

EAN Colour
Min.drill 
hole depth

Drill Ø (mm) Screw Ø 
(mm)

Pieces/
Box

390001 AP 10 10x55 5701925282773 grey 65 10 5-6 50

390015 AP 12 12x60 5701925282872 grey 70 12 8 40

390005 AP 14 14x75 5701925282971 grey 85 14 10 20

	� Special fixing for lightweight concrete, aerated concrete and Leca* blocks
	 Quick and easy fixing - needs no special tools
	 Triangular shape and collar prevents fixing rotating and disappearing into the hole.
	 Adapted for wood, self-tapping and chipboard screws

10

0%
 RECYCLED

Material: High quality recycled Nylon (Polyamid 6). 
Halogen free and withstand temperatures from –40 ºC to +80ºC

Loads: Safety factor 3 is included.			 
Loads are tensile loads with highest screw diameter (recommended)
Screws are chipboard screws, higher loads (up to 30%), can be obtained by using traditional wood screws.

Load capacity, kN (1kN ≈ 100 kg) 

Material AP 10 AP 12 AP 14

Aerated concrete 525 kg/m3 0,7 0,85 1,15



26

Universal plugs with collar, UPK
Material: High quality recycled Polyethylene (HDPE). Halogen free.

Universalplugs without collar, UP

Ref. No. Type
Dimension
(mm)

EAN Colour
Min.drill 
hole depth

Drill Ø (mm) Screw Ø 
(mm)

Pieces/
Box

280010 UP 5 5x30 5701925181175 grey 40 mm 5 3-4 100
280020 UP 6 6x35 5701925181274 grey 45 mm 6 4-5 100
280030 UP 8 8x50 5701925181373 grey 60 mm 8 5-6 100
280040 UP 10 10x60 5701925181472 grey 70 mm 10 6-8 50

Ref. No. Type
Dimension
(mm)

EAN Colour
Min.drill 
hole depth

Drill Ø (mm) Screw Ø 
(mm)

Pieces/
Box

290005 UP K 5 5x30 5701925190177 grey 40 mm   5    3-4 100
290015 UP K 6 6x35 5701925190276 grey 45 mm   6    4-5 100
290025 UP K 8 8x50 5701925190175 grey 60 mm   8    5-6 100
290035 UP K 10 10x60 5701925190474 grey 70 mm   10    6-8 50

U
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	 Suitable for nearly all buildings materials
	 Special design prevents rotation and in the drill hole
	 The collar prevents plug from the disappearing into the hole
	 Adapted for wood, self-tapping and chipboard screws

Material: High quality recycled Polyethylene (HDPE). Halogen free.

	 Suiitable for concrete and masonry
	 Special design prevents rotation in the drill hole
	� For push-through installation
	 Adapted for wood, self-tapping and chipboard screws

10
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Material UP 5 UPK 5 UP 6 UPK 6 UP 8 UPK 8 UP 10 UPK 10

Concrete C 20/25 0,25 0,25 0,8 0,8 2,4 2,4 3,5 3,5

Plasterboard 12,5 mm - 0,1 - 0,15 - 0,17 - -

Plasterboard 2 x 12,5 mm - - - - - 0,25 - -

Loads: Safety factor is 3 included.			 
Loads are tensile loads with highest screw diameter (recommended)
Screws are chipboard screws, higher loads (up to 30%), can be obtained by using traditional wood screws.

Load capacity, kN (1kN ≈ 100 kg) 
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GL1: Galvanized steel straight - 1 hole

GL5: Galvanized steel straight - 5 holes

GL1: Galvanized steel straight - 1 hole

Ref. No. Type Dimension (mm) EAN Length, m Pieces/Box

600119 GL1 0,7x12 5701925600119 10 10

Ref. No. Type Dimension (mm) EAN Length, m Pieces/Box

600201 GL1 0,7x17 5701925600201 10 10

Ref. No. Type Dimension (mm) EAN Length, m Pieces/Box

600126 GL5 0,7x17 5701925600126 10 10

Fixing band

Fixing band, 10 meters
 Numerous fields of applications
 Designed for use in cars, boats, caravans, in the garden, in the house, etc.
 Delivered in a practical plastic box.
 Easy to cut and shape.

GB1: Galvanized steel ondulated - 1 hole

Ref. No. Type Dimension (mm) EAN Length, m Pieces/Box

600133 GB1 0,7x17 5701925600133 10 10
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